Coast Guard, DHS

regulations concerning garbage han-
dling.

(b) A reception facility for a ship re-
pair yard does not have to meet the re-
quirements of paragraph (a)(1) of this
section if it is capable of handling the
transfer of garbage from a ship before
the ship departs from the yard.

NoTE: The U.S. Department of Agri-
culture’s Animal and Plant Health Inspec-
tion Service (APHIS) requires victual wastes
or garbage contaminated by victual wastes,
except from vessels that operate only be-
tween the continental United States and Ca-
nadian ports, to be incinerated or sterilized
in accordance with their regulations in 7
CFR 330.400 and 9 CFR 94.5.

§158.420 Reception facilities: Capacity
and exceptions.

Each day a port or terminal is in op-
eration, the person in charge of a port
or terminal must provide, or ensure the
availability of, a reception facility
that is capable of receiving all garbage
that the master or person who is in
charge of a ship desires to discharge,
except—

(a) Large gquantities of spoiled or
damaged cargoes not wusually dis-
charged by a ship; or

(b) Garbage from ships not having
commercial transactions with that
port or terminal.

Subpart E—Port and Terminal
Operations

SOURCE: CGD 85-010, 52 FR 7765, Mar. 12,
1987, unless otherwise noted. Redesignated
by CGD 88-002, 54 FR 18409, Apr. 28, 1989.

§158.500 Draining cargo area and pip-
ing systems.

The person in charge shall ensure
that each cargo hose and each piping
system containing NLS received from
each oceangoing ship carrying NLS
cargo is not drained back into the ship.

§158.520 Following the instruction

manual.

The person in charge shall ensure
that the instruction manual under
§158.330(b) is followed during the trans-
fer of any NLS.
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